Please Note


FOR PRACTICLE REASONS YOUR NEW DPP PYROMETER HAS BEEN PACKED DETACHED FROM THE DIPPING ARM ASSEMBLY.


TO CONNECT THE TWO PLEASE FOLLOW THE INSTRUCTIONS BELOW.


 


1.)	CAREFULY UNPACK THE DPP,DIP ARM, BATTERY 	


		CHARGER, ALLEN KEYS AND INSTRUCTIONS.


 


2.) 	REMOVE THE MAIN BODY COVER PLATE TO THE DPP BY 	


		REMOVING THE 4 PLATE SCREWS USING THE SMALL M3


 	SIZE ALLEN KEY. INSIDE LOCATE THE SQUARE WHITE 		


		CONNECTOR BLOCK.


 


3.)	SLACKEN THE 2 SET SCREWS TO THE DPP DIP ARM TUBE


		SLOT USING THE LARGE M6 ALLEN KEY. INSERT THE DIP


		ARM  ASSEMBLY INTO THE SLOT BY FIRST CAREFULLY 		


		THREADING THE THERMOCOUPLE CABLES INTO THE MAIN 		BODY OF THE DPP. ROTATE THE DIP ARM TO THE CORRECT 	


		POSITION FOR USE AND TIGHTEN THE TWO SET SCREWS.





4.)	CONNECT THE NEGATIVE AND POSITIVE THERMOCOUPLE 	


		CABLES INTO THE CORRESPONDING -VE AND +VE VACANT


		CABLE SLOTS ON THE CONNECTOR BLOCK. REPLACE THE


		MAIN BODY COVER PLATE. READ INSTRUCTION BOOK.


